LS

Chapter 3.6. Periodic Smoke Inspections of Heavy;Duty Diesel-Powered Vehicles
- §2190.. Veh’icle's 'Subj ect to th‘e“Pe"i‘i‘O’d’ieSmoke Inspection Requirements -
) These regulatrons shall be apphcable operat1ve July 1, 1998 as foilows |
(a) 2 ,'Except as provrded m subsectlons (b), (c), (d), (e) and (t) the requlrements of this- chapter E
"~ apply toall heavy-duty dlesel powered vehicles with gross vehicle weight ratlngs of -

greater than 6, OOO pounds whlch operate on the streets or hlghways w1th1n the State: of
Cahforma '

- (b) . Heavy-duty dlesel-powered vehicles Wthh are not part of a ﬂeet or are employed
: exclusively for personal i use are excluded from the requlrements of t}ns chapter.

(c) Heavy-duty dlesel-powered vehlcles which are registered under the Intematlonal e,
" Registration Plan as authorized by Article 4 (commencing with section 8050), Chapter 4 e
Division 3 of the Vehrcle Code and which have established a base state other than B
- California (non-California based vehicles) are excluded from the requirements of this.
chapter. .

(d)  Heavy-duty dlesel—powered vehlcles Wthh operate in Cahforma under the terms of .
Interstate Reciprocity Agreements as authorized by Article 3 (commencing with sectron '
8000), Chapter 4, Division 3 of the Vehicle Code and which belong to fleets that are not
based in Cahforma are excluded from the requirements of this chapter. .

(e). Heavy-duty diesel-p‘owered vehicles operating in California under the.‘terms of any other -

~ apportioned registration, reciprocity, or bilateral prorate registration agreement between
California and other jurisdictions and which belong to fleets that are not based in
California are excluded from the requirements of this chapter.

(®  Heavy-duty diesel-powered vehicles operating in California under short-term vehicle -

' registrations or permits of 90 days or less (including but not limited to 90-day temporary

" registrations and 4-day permits under Vehicle Code section 4004) are excluded from the .
requirements of this chapter, ' o

NOTE: Authority Cited: Sections 39600, 39601, and 43701 (a), Health and Safety Code. Reference‘: Sections
39002, 39003, 39010, 39033, 43000, 43018, 43701(a), and 44011.6, Health and Safety Code. . . :

As'amended 3/2/98 & corrected 5/4/98
Board Hearing: December 11, 1997



~§2191. Definitions.

(a0 The definitions of this section supplement and are governed by the definitions set forth in |

Chapter 2 (commencmg with- Section 39010), Part 1, Division 26 of the Health-and Safety. :

Code. The provisions of this chapter. shall°also be govemed by the definitions set. forth in.
section 2180. 1, T1tle 13 Callforma Code Regulatlons 1ncludmg the followmg :
modxﬁcanons e “:\,a. S R
T QO “Fleet” means any group of 2 or more heavy-duty dresel-powered vehxcles Whlch
are owned or operated by the same agency or ent1ty ' =

@) - “Test opacity” means the opaclty of smoke from a vehlcle when measured in.. .

accordance section 2193(e). -

~NOTE Authorlty Clted Sectlons 39600 39601, and 43701(a) Health and Safety Code. Reference: Sectrons(,;"_
. 39002, 39003, 39010 39033 43000, 43018 43701(a) and 44011 6 Health and Safety Code e

§ 2192 Vehxcle Inspectlon Responsnblhtles

| ‘(a') o The owner of a heavy-duty d1esel-powered vehicle subject. to the requ1rements of thls
' chapter shall do all of the followmg

(1) Test the vehlcle for excessive smoke emissions periodically according to the o
inspection intervals specified in section 2193 (a) (b), and (c).

(2) . Measure the smoke emissions for each test usmg the test procedure specified in
sectlon 2193 (e) :

»(3_) ~ Record the smoke test opacity levels and other requ1red test 1nformat10n as
' specified in section 2194. :

(4)V Have the vehicle repaired if it exceeds the applicable smoke opacity standard
specified in section 2193(e). ) : :

(5) Record the velncle repair information as specxﬁed in section 2194

6 Conduct a post-repalr smolce test to determine 1f the vehicle complies with the
applicable smoke opacity standard. -

(7)  Record the post-repair smoke test results as specified in section 2194
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(8) If the vehicle does not comply with the applicable smoke opacity standard after the
test required by section 2192(a)(7), make additional repairs to achleve comphance
: 'and record the smoke test results as spectﬁed in sectron 2194 o

)7 Keep the records spemﬁed in sectlon 2194 for two years aﬁer the date of
R mspectlon e L RN «
(10) Permit an Air Resources Board inspector to reviéw the inspection records
o w.ogpecified in section 2194 4t owner/operator de51gnated ﬂeet locatlons by
appointment. SRR

.NOTE: : Authority. Cited. Sections 39600 39601, and 43701(a) Health and Safety Code. Reference: Sections'
39002, 39003, 39033, 43000, 43016, 43018 43701(a), and 44011. 6, Health and Safety Code :

§ 2193 Smoke Opacrty Inspectlon Intervals, Standards, and Test Procedures

_(a) Imttal phase-m. Vehrcles Wthh are subject to the requlrements of thls chapter on the .
o operative date of these regulatlons shall be tested for smoke opacity (and repatred if the .
applicable smoke opacity standard is exceeded) in accordance with the requ1rements of
sectlon 2192 pursuant to the apphcable followmg schedule ' . '

(1’)» Fleets of ﬁve or more vehlcles subject to- tlns chapter

(A) At least 25 percent of the fleet’s vehicles within 180 calendar days of the
effective date of these regulations;

(B) Atleast 50 p'ercent of the fleet’s vehicles within 270 calendar days of the .
' eﬁecttve date of these regulatlons

(C). At least 75 percent of the fleet’s vehrcles wrthm 365 calendar days of the -
eﬁ‘ectlve date of these regulattons and;

(D) The fleet’s remaining vehicles no later than 435 calendar days after the
- effective date of these regulat1ons >

o (2). ' For fleets of 2 to 4 vehicles, at least one vehicle must be tested in the itial 180 .
day period, and in each subsequent 90 calendar day penod until all vehlcles in the .
fleet have been tested. : SR :

(b)  New ﬂeets Fleets which first become subject to the requ1rements of thls chapter -
" subsequent to the effective date of these regulations must be tested in accordance with
section 2192 within the applicable time intervals reflected in subsection (a) above,
beginning on the date the fleet becomes subject to these regulations.

As amended 3/2/98 & corrected 5/4/98
Board Hearing: December 11, 1997



- ©

’ ';'the testing requirements of this section until January 1 of the calendar year 1 that is four
 'years after the model year of the engine, and is to be treated as having been. acqu1red by e
- the owner on that ] anuary 1. "For example a 1995 model-year engme w111 be exempt untrl S
"January 1,1999.0 R L :

' :i: (1) ' E)":'Cept as’ otherw1se prov1ded in subsection (e)(2) below the smoke opacn:y ",

Annual testing. Once a vehicle subject to-the requirements of this chapter has been tested . . -

- in ‘accordance-with subsection (a) or (b), or has been acquired by a fleet owner after. the
" -effective date of these regulations, the vehicle muist’ penodlcally be tested for smoke FER R
opacity (and repaired if the apphcable smoke opacity standard is exceeded) in accordance e

- with'the requ1rements of sec’uon 2192 wnhm 12 months of the prevxous test. conducted
' 'under this section 2193. o - . UL
F

'-'f--Exempfmn for vehlcles powered by 1 994 or subsequent model—year engmes o

Any..:
eavy—duty sehicle: powered by a:1994 or subsequent model-year engine:1s: exemp.

o -Smoke opaczty standards and test procedures - -

 standards and test procedures are those spe01ﬁed in sectlon 2182 T1t1e 13
Cahforma Code of Regulatlons o

(2) - Priorto July 1, 1999 1f a repalr facﬂlty is not equlpped thh an operable

~ SAE J1667 smokemeter vehicles may be tested at the repair facility in accordance -
with the smoke opacity test procedures and opacity standards set forth in section
.(e)(3). These are the test procedures and opacity standards originally estabhshed
for the heavy-duty diesel vehicle roadside inspection program in 1991.

NE) Optional smoke opacity test procedures and standards prior toJuly 1, 1 999}._‘

- (A) Standards.

1. The maximum smoke opacrty standard for a 1991 or subsequent
model-year heavy-duty diesel-powered vehicle with a Federal peak
~ smoke engine certification level of 35 percent peak opacity or less
is 40 percent when tested in accordance with section 2193 (e)(3)(B)
and (C).

o 2. - :A'The maximurh smoke opacny standard for anly other heavy-duty -
"7 “diesel-powered vehicle is 55 percent when tested in accordance o
with section 2193 (e)(3)(B) and (C)

3. : l. The above standards do not apply to an engme exempted under R
section 21 82(b). .
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(B) Equipment.. The smoke- ‘opacity measurement equipment shall consist. of 2 ,_
' -light- extinctien type smokemeter which includes an optical detectlon unit,.a .
- control/mdlcator umt and a StI‘lp chart recorder s

E The smokemeter shall comply wﬁh the spemﬁcatlons prov1ded n.
.the Society. of Automotive Engineers.(SAE) procedure J1243,

#Diesel Emission Productior Audit Test Procedure,” May 1988, E.

. r-w}uch is incorporated herein by reference,:section.7.4.and. shallbe .- . 7

o scalibrated: accordmg to- spec1ﬁcatxons in- SAE procedure T 1243

T _fsectlon 8 2 ’ S A

2, ¢ ‘--?I_Ihe st_npfc_har_t recorder shall comply with spe.ciflcations in SAE
2 procedure J 1243, section 7.5, subsections I-4-(May 1988).

© Procedure. The test procedure shall consrst of preparatlon precondltlomng, .
N and test phases '_ o : :

L SRS “5In the preparatlon phase the veh1c1e shall be placed at rest the -
‘ transmission shall be placed in neutral, and the vehicle wheels shall
be properly restramed to prevent any rollmg motlon '

"2, In the precondltlomng phase the vehicle shall be put through a
' snap-idle cycle two or more times until two successive measured
.. smoke levels are within ten (10) opacity percent of each other. The
smokemeter shall be rechecked prior to the preconditioning
sequence to determine that its zero and span setting are adjusted
“according to specifications in SAE procedure J1243, section 8.1

(May 1988).

3. In the test procedure phase, the vehicle shall be put through the R
' snap-idi¢ cycle three times. . o "

- 4 . The opacxty shall be measured during the. precondmomng and test
o - phases with a smokemeter and shall be recorded continuously on-
the chart recorder during each snap-idle cycle. The maximum
instantaneous value recorded by the chart recorder shall be the
o ‘opaclty readmg :

5. The test ‘Opacity to determine the comphance w1th (A)l and (A)2
above shall be the average of the two meter readings with the least ‘
difference in opacrty values.. If all three readings have successive |
equivalent differences between them, the test opacity shall be the |
average of the three readings. I

. \
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NOTE: Authority Cited: Sections 39600, 39601, 43013, 43701(a), Health and Safety Code. Reference:
Sections 39002, 39003 39033 43000, 43013, 43018, -43701(a), and 44011.6, Health and Safety Code. .
§2194 Record Keepmg Requxrements Lyt e S e

: (@ - .-~The owner of a Vehlcle subject to the requlrements of th1s chapter shall record the , - o
,;followmg mformatlon when performmg the smoke opaclty testmg

e 'The.brand name and model of the opaclty:_-meter.‘ KR

(2)  The brand name.and model of the stnp chart recorder ifan SAE J 1243 type .
smoke, meter is employed o v . S

- (3) The dates of last calibration of the'op'acity meter and chart recorder. B
(4 The name of the smoke meter operator who conducted the test.

- (5);. : .:The name and address of the contracted smoke test facrhty or vehlcle repalr fac111ty
that conducted the test af" apphcable) ' L

| (6) | The applicable smoke'opac1ty, standar__d for the tested vehicle.
(7) - 'Vehicl_e. identiﬁcation number, \rehicle’s engme ye’ar,ueng‘ine 'mak'e, and engine
* model; and test date. Fleet-designated vehicle identification numbers are also
- acceptable.- o
(8) The initial smoke test opacity levels (for threesuc'cessive test readings).
9 An indic_ation of whether the thicle passed- or failed the initial smoke test.
(10) | The post—repalr test date. o L
v('l 1)  The post—repalr smoke test opacity levels (for three successive test readmgs)
,' (12) An _ind_ication .of whether the vehlcle passed or failed the post-repal_r smoke test.. .
(13) For vehicles that ha‘v’e.failed the smoke test and'have been repaired, the vehicle .

repair information specified in section 2186(a) Tltle 13, California Code of
Regulatlons

NOTE: Authonty Cited: Secttons 39600, 39601, and 43701(a) Health and Safety Code. Reference Sec’nons
39002, 39003, 39033 43000, 43018, 43701(a) and 44011.6, Health and Safety Code.
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